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Available Configurations:

Before you begin...                
Thank-you for purchasing Aluminum 2000’s 1600-
A Sliding Marine Door. We have tried to make the
assembly and installation instructions as clear and
simple as possible. If you still need assisstance,
please feel free to call us, and we will be glad to
assist you.

Pieces and Parts
Identify all parts and accessories before proceed-

ing with assembly. All frame, track and panels are
cut per job details and must not be field cut to

accommodate undersized cut-out openings. When assembling the frame and installing
the unit in the boat, use an anti-seize compound to insulate the aluminum frame from
the stainless steel screws. We recommend “Tel-gel” from Ultra Safety Systems. It’s
avalible through many marine supply stores.

Hardware 
Marine quality locksets, day-latches, handles, stainless steel screws and roller are used

on our doors. The rollers will need re-greased from time to time to ensure ease of opera-
tion. Use a good quality waterproof marine grease when this is done. 

Finish
Marine grade Polyester Powder Coated Finish is used on our door units and frames. To

keep the finish looking good, wash the exposed surfaces with fresh water and a mild deter-
gent. Rinse with fresh water often between washings. Touch-up all chips and scratches as
soon as possible to deter corrosion.  Waxing the frame will help protect and enhance and

finish on the door and will give you years of problem free service.

X = Sliding
O = Stationary
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* PLEASE REVIEW THE SCREW PACK

TO FAMILIARIZE YOURSELF WITH

THE SCREWS AND THEIR CORRECT

USAGE.  THE QUANTITIES OF EACH

TYPE OF SCREW  MAY VARY DEPENDING

ON THE SIZE OF THE DOOR SHIPPED.

SCREW PACK CONTENTS
1600-A

FRAME SCREWS #20-2501
#12 1-3/4” PAN HEAD  6 EA.

FRAME SCREWS-SILL #20-2502
#12 1-1/2” FLAT HEAD  2 EA.

FIXED PANEL SCREWS  #20-2202
#6 X 3/8” FLAT HEAD 4 EA.

TRACK SCREWS #20-2402
#10 X 1/2” FLAT HEAD 5 EA.

THRESHOLD SCREWS #20-2208
#6 X 1” FLAT HEAD 5 EA.

ANCHOR CLIP  SCREW #20-2404
#10 X 1/2” PAN HEAD 1 EA.

1” BUMPER  W/SCREW
2 EA.

ACTUAL SCREW SIZES ARE LARGER THAN SHOWN
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ASSEMBLY INSTRUCTIONS
1600-APAGE 1 - PHOTO DETAILS

B

FIXED JAMB #16-007
CAULK POCKET ENTIRE LENGTH BEFORE
INSERTING FIXED PANEL INTO POCKET

FIXED JAMB

A

DUPLICATE PROCEDURE AT HEADER
CAULK THIS ENTIRE JOINT TO

INSURE A WATER-TIGHT JOINT
PLEASE SEE PAGE 1 OF THE

ASSEMBLY PROCEDURE DRAWING

JOINT AT JAMB AND SILL

* FIXED PANEL IS MOUNTED IN FRAME

AFTER FRAME IS ASSEMBLED AND

INSTALLED IN BOAT OPENING.
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ASSEMBLY INSTRUCTIONS
1600-APAGE 2 - PHOTO DETAILS

AFTER POCKET AND SILL BOTTOM ARE
CAULKED, INSTALL FIXED PANEL BY INSERTING
TOP OF PANEL INTO HEADER AND SLIDING PANEL
FULLY INTO JAMB POCKET OF FIXED JAMB. USE A
RUBBER MALLET TO SEAT FULLY INTO POCKET.

DRILL AND CTSK FOR #6 SCREWS THRU INSIDE
SILL FLANGE INTO THE BOTTOM RAIL

OF THE FIXED PANEL TO LOCK PANEL IN PLACE.
MAKE SURE FIXED PANEL IS FULLY ENGAGED INTO

FIXED JAMB POCKET BEFORE DRILLING HOLES.
USE #20-2202 #6 X 3/8” FH SCREWS PROVIDED

C

D

INBOARD VIEW

E

ANCHOR CLIP COMES INSTALLED ON FIXED PANEL.
ADJUST CLIP SO THAT TOP OF CLIP LAYS FLUSH ON
HEADER. VERIFY THAT FIXED PANEL IS SEATED INTO
JAMB AND FRAME AND PANEL ARE SQUARE AND PLUMB
BEFORE DRILLING THRU ANCHOR CLIP INTO HEADER.

USE #20-2404 #10 X 1/2” PAN HEAD SCREW.



After you have completed the assembly and installation of the door unit, and find

that the rolling panel in its’ closed position does not align properly with the lock jamb
so that the hook and keeper do not properly mate, proceed as follows. 

MOVE DOOR TO CLOSED POSITION AND
OBSERVE WHETHER THE TOP OR BOTTOM OF
PANEL CONTACTS LOCK JAMB FIRST.

GAP AT TOP
Open door and place a block on the sill, against

the lock jamb. Block should be wood, plastic or
rubber, so as to not mare the finish on the door or
jamb. Now, holding sliding panel firmly, roll it vig-
orously into lock jamb and block. This will tend to
re-align frame of door panel around glass and bring
lock stile of door into alignment with lock jamb.
(bump as many times as needed to obtain align-
ment.) Remove block and sight along sliding door
edge and jamb edge to see if you have a uniform
gap running the length of the panel. If so, close
door fully to engage lockset into keeper. When
properly aligned, lock should function correctly.

GAP AT BOTTOM 
Follow same procedure as above, but place block at

top of jamb as shown.

SCREEN
Screen installation requires installation of screen

keeper onto lock jamb. Screws and keeper is 
provided. When screen is in place, adjust top and bottom rollers until screen rolls
smoothly and the screen can’t be lifted up in the track. A good snug fit will allow the
screen to operate the best. 
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IF GAP HERE

IF GAP HERE

BUMPER

BUMPER

BUMPER

BUMPER
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